
 
 
           
 
 
 
Setup Procedure for Start-Stop® SC-EXT1 Laser Barcode Scanner with Extension 
 
Please follow these steps carefully.  We strongly recommend that  you call (866) 254-0714 x 103  
for setup assistance, training, and support (there is no extra charge for training). 
 

       
Front view showing Olympus DS-5000 Digital Dictation Recorder with Start-Stop® Model #SC-EXT-1 Laser Bar 
Code Scanner with Extension installed 
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1) Power on the DS-5000 Recorder using the ON/Off switch on the right lower side of the 
recorder. 

2) VERY IMPORTANT!  Do not press on the laser barcode unit at the top to perform the 
insertion into the DS-5000.  Instead, do the insertion into the recorder by gently holding the 
unit just above the green light. 

CAREFULLY insert the SC1-EXT1 unit into the back of the recorder as shown in the 
picture.   It should go down about 1/8th of an inch, then pop back up with a click when you 
release it, indicating it’s locked into the proper position.  



3) The green light should light up on the back of the SC1-EXT1, and the front of the unit 
should briefly report “SC-1 Detected” 

 
 

   



4) Place the DS-5000 Recorder with Start-Stop SC1-EXT1 Laser Barcode Scanner into the 
cradle, and connect the audio cables from your Start-Stop hands-free dictation system as 
shown: 

 

 



5) Follow setup instructions as shown for the Olympus SC-1 unit  

 

 



6) Scan your barcodes from the back of the unit as shown (red transparent area near the top 
of the unit) 

 

 


