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Technical Specifications

TECHNICAL SPECIFICATIONS - Revo Labs Microphone

-
Recording Format === dSS DS2 - Digital recording in accordance Digital Speech Standard Pro.

Dimensions, (L, W, H) and Weight

Radio Frequency

Connectors

Microphone patterns

Power Requirements

Battery

Charge Time
Range

Audio Bandwidth

Encryption

Environmental Requirements

Single Channel Charger Base 3.9" (10 cm) x 2.4" (6
cm)x 1.0"{2.56 cm), 0.51b

Wearable Microphone: 0.9" (2.3 cm) x 0.8" (2.0 cm) x
2.6" (6.6 cm), 0.05 Ib Microphone: 1.5" (3.8 cm) x
08"(20cm)x3.3"(84cm),0.051b

XLR Adapter: 0.9" (2.3 cm) x 0.8" (2.0 cm) x 4.0" (10.2
cm), 0.05 Ib (0.02 kg)

02-DSKSYS - 1.92 to 1.93 GHz (UPCS North
America)

04-DSKSYSEU - 1.88 to 1.90 GHz (DECT EU)
Single Channel Charger Base Power - 5VDC,
proprietary 0.7Ymm connector

Mini USB - 5 pin connector,

USB 2.0 Audio unbalanced In/Out - 2. 5mm

Tip: Audio Out (line level, 0dBV) Ring: Audio In (line
level, 0dBV)

Shield: GND Wireless Microphone Power - proprietary
4 pin connector Audio - 2.5mm mono audio
Executive unidirectional - cardioid.

TableTop omni-directional and uni-directional
available.

Power Adapter 110 - 240VAC, 50-60Hz to 5VDC,
300mA

Lithium Polymer, up to 8 hours talk time

2.0 hours approx

65' (20 meters) approx. (no obstructions)

100-7000 Hz

128-bit DSAA

(DECT Standard Authentication Algorithm)
authentication,

64 bit DECT Standard Cipher

Temperature 40F fo 105F (5C to 40C) operating
Humidity 20% to 85%

Recording Media

Recording Time (512 MB card)

Device Lock Function
Input Level

LCD
LED
Folders | Messages

sampling Fry

Overall Frequency Response

LP Mode

Voice Activation

Mic Sensitivity

Practical Maximum Qutput
Write Protection

Power Save Mode
Language Support
Speaker

Microphone Jack
Earphone Jack

Power Supply

Batteries,

Size
Weight
Operating Systems Supported.

CPU

Sound Board
Video Card and Display
Removable Drive

USB Port

micro8D, SD-Card: 512 MBto 8 GB
With included 512MB microSD

QP mode: 39 hours, 45 minutes
SP mode: 79 hours, 30 minutes
Authentication via password and finger print {DS-5000iD}
-70dB
* Compare to the Olympus DS-4000!
Yes
Large LED Menu

5 folders with up to 200 files per folder. When using DSS Player Pro Software, up to 7 folders

with 200 files per folder can be created.
(Alarm Messages can be set)

QP mode: 16 kHz.  (Quality Play)
SP mode: 12 kHz  (Standard Play)

QP mode: 200 to 7,000 Hz.
SP mode: 200 to 5,000 Hz.

Mo

Yes VCVA

Conference or Dictation

(3V DC) 250 mW or more (8 0 speaker),

Yes

Settime to: [5 min], [10 min], [30 min], [1 hr], or [OFF]
English, French, and Spanish

Built-in 23 mm round dynamic speaker.

3.5 mm mini-jack, impedance 2 k Q.

3.5 mm mini-jack, impedance 8 Q.

Model A513, Rated voltage: 5V DC
(Allowable voltage: 4.6t0 5.5V)

Ni-MH Rechargeable Battery Pack (BR403), or
Two (2) AAA batteries (LRO3 or R03) or
Twao (2) Ni-MH rechargeable batteries (BR401)

Full charge time: Approximately 3 hours.

113.5mm x 50.0mm x 17mm {(without protrusions)
110 g (including Mi-MH rechargeable battery pack (BR403)

. Windows 2000/ XF | Vista

MAC 05 10.3.9-105
(MAC version does not support voice recognition software.)
500 MHz processor for Windows 2000/ XP
800 MHz processor for Windows Vista
PowerPC G3 MAC
128 MB for Windows 2000/ XP
512MB for Windows Vista
512 MB MAC
Compatible Sound Card is necessary
MNIA
NIA
USB 2.0 High Speed data ransmission supported.
One or more free USE 1.0 or 2.0 ports needed
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